
   VDH - 1200 Series Hammers
Model VDH-3-1200 VDH-5-1200 VDH-7-1200 VDH-9-1200 VDH-10-1200 VDH-12-1200 VDH-14-1200 VDH-16-1200 VDH-18-1200
Frame closed closed closed closed closed closed closed closed closed
Max energy 35 kNm 59 kNm 82 kNm 106 kNm 118 kNm 142 kNm 165 kNm 189 kNm 212 kNm
Blows per minute 40 - 100 40 - 100 40 - 100 40 - 100 40 - 100 40 - 100 40 - 100 40 - 100 40 - 100
Drop height 20 - 1200 mm 20 - 1200 mm 20 - 1200 mm 20 - 1200 mm 20 - 1200 mm 20 - 1200 mm 20 - 1200 mm 20 - 1200 mm 20 - 1200 mm
Ram weight 3.000 kg 5.000 kg 7.000 kg 9.000 kg 10.000 kg 12.000 kg 14.000 kg 16.000 kg 18.000 kg
Total weight 6.000 kg 8.400 kg 11.000 kg 13.500 kg 16.500 kg 19.200 kg 22.500 kg 27.400 kg 30.200 kg
Oil flow 304 L/min 304 L/min 398 L/min 398 L/min 795 L/min 795 L/min 795 L/min 795 L/min 795 L/min
Operation pressure 110 bar 175 bar 183 bar 235 bar 145 bar 157 bar 183 bar 209 bar 238 bar

   VDH - 1500 Series Hammers
Model VDH-3-1500 VDH-5-1500 VDH-7-1500 VDH-9-1500 VDH-10-1500 VDH-12-1500 VDH-14-1500 VDH-16-1500 VDH-18-1500
Frame closed closed closed closed closed closed closed closed closed
Max energy 44 kNm 74 kNm 103 kNm 133 kNm 148 kNm 177 kNm 206 kNm 235 kNm 265 kNm
Blows per minute 40 - 100 40 - 100 40 - 100 40 - 100 40 - 100 40 - 100 40 - 100 40 - 100 40 - 100
Drop height 20 - 1500 mm 20 - 1500 mm 20 - 1500 mm 20 - 1500 mm 20 - 1200 mm 20 - 1200 mm 20 - 1200 mm 20 - 1200 mm 20 - 1200 mm
Ram weight 3.000 kg 5.000 kg 7.000 kg 9.000 kg 10.000 kg 12.000 kg 14.000 kg 16.000 kg 18.000 kg
Total weight 6.100 kg 9.000 kg 11.500 kg 14.000 kg 16.700 kg 19.400 kg 23.100 kg 29.700 kg 32.470 kg
Oil flow 328 L/min 328 L/min 328 L/min 328 L/min 657 L/min 657 L/min 657 L/min 657 L/min 657 L/min
Operation pressure 110 bar 145 bar 203 bar 260 bar 145 bar 174 bar 203 bar 231 bar 260 bar


